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Abstract The BEPCⅡ project is for upgrading the Beijing Electron Positron Collider to reach a higher

luminosity. BEPCⅡ is designed as micro-β plus multi-bunches with double rings and has adopted cryogenic

superconducting technology. The BEPCⅡ control system is a distributed system based on EPICS. In the

past few years, we went through the design stage, R&D stage, development stage and the system will be

installated. The BEPCⅡ machine commissioning with beam will start in October 2006. This paper describes

the BEPCⅡ control system and the progress of its development.

Key words BEPCⅡ, control system, EPICS

1 Introduction

The Beijing Electron Positron Collider (BEPC)

was operated successfully with many exciting high

energy physics and synchrotron radiation results for

16 years after it started operation in 1989. Re-

cently the IHEP has decided to upgrade both the ma-

chine and the detector, which is called the BEPCⅡ,

so that the luminosity can be increased by 100

times over the BEPC. The BEPCⅡ remains a dual-

purpose facility for charm physics and the syn-

chrotron radiation research. The physics goals of

6×109J/ψ and 2×109ψ′per year are expected. The

BEPCⅡ is designed as micro-β plus multi-bunches

with two rings, some key technologies, such as the

superconducting cavities, magnets and cryogenic sys-

tem, are being developed. The luminosity of the

BEPCⅡ is 1.0 × 1033cm−2·s−1@1.89GeV. The in-

jection energy is 1.55–1.89GeV, and the operation

energy range is 1.0–2.0GeV for collision mode and

2.5GeV for synchrotron radiation mode. The beam

current is 910mA@1.89GeV for collision mode, and

250mA@2.5GeV for SR mode[1].

The BEPCⅡ consists of an electron-positron

linac, two transport lines and double storage rings.

The design of the control system was done in the

summer of 2002. At that time we entered the R&D

stage, and the system development stage. According

to the schedule, the BEPCⅡ control system will be

installed on site in March 2006. We hope the machine

commissioning with beam will start in October 2006.

2 System overview

The BEPCⅡ control system is a distributed sys-

tem using the “standard mode” which is adopted by

EPICS (Experimental Physics and Industrial Control

System). The system can be divided into three lay-

ers, they are the operator interface layer, the front-

end layer and the device control layer. Fig. 1 shows

the architecture of the control system.

There are about 1900 devices to be controlled in

the storage rings, the transport lines and the linac,

and about 20,000 channels in the control system.
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Fig. 1. Architecture of the BEPCⅡ control system.

2.1 Host computers

The host computer system is located in the cen-

tral control room. There is a redundant server, a

Sun cluster system, which consists of 2 sets of Sun

V880 servers with each consisting of 8 Sun Ultra

SparcⅢ CPUs, 32GB memory and 6×73GB local

disks. A set of 12×73GB shared disk array is also

for the cluster system. The central servers are used

as EPICS boot server, NFS system and high-level ap-

plication compute engine. Two PC servers with disk

arrays serve Oracle database and data logging. Sev-

eral Sun Blade 2000 workstations and Linux PCs are

used for operator consoles. The Sun machines and

most PCs were delivered to IHEP.

2.2 Hardware

More than 30 VME IOCs (MVME5100 and

MVME2431) and industrial PCs in the system are

used as front-end computer, which are located in the

local area and exchange data with host computers

via 100M Ethernet. ControlLogix5500 AB-PLCs are

used as the field controller for vacuum and cryogenic

controls, and the OMRON PLCs are used in the ma-

chine protection system. The low-level data com-

munication is through the ControlNet, CANBus and

RS232/485 links. The remote I/O modules, the in-

telligent controllers and the VME or CAMAC I/O

modules serve as device control.

The control system will work in a noise environ-

ment. There are many high power and high volt-

age devices in the BEPCⅡ, some of them are pow-

erful interference source to the control system and

the amount of noise will affect the reliability of the

control system. Considering the situation, we have

adopted a variety of techniques to avoid the EMI,

such as well grounding, shielding, phtoisolations, di-

gital filters and using isolating transformer and UPS

in the system.

2.3 Software

The BEPCⅡ control system adopts EPICS to

build system architecture and develop user applica-

tions. The EPICS was first developed by LANL and

ANL, and it is widely use in the accelerator field

around the world. The EPICS has three components,

which are OPI (Operator Interface), IOC (Input Out-

put Controller) and CA (Channel Access). The OPI

running on the host side contains various EPICS tools

for system development. The IOC running on the

front-end computers provides a distributed real-time

database and a lot of I/O drivers, so that user can

access hardware channel from the database. CA al-

lows IOCs and OPIs exchange data through the local

area network transparently[2].

Currently the BEPCⅡ control system uses EPICS

Base versionR3.13.8 and some PC IOCs run EPICS

Base R3.14.7. The Sun Solaris 8 and Linux Redhat

9 operating systems are running on the host ma-

chine. The VME IOCs run the VxWorks5.4 real-

time operating system. A distributed development

environment based on EPICS with Sun workstations

and VME IOCs has been set up. On the host side,

a NFS system and CVS system run well, and the

EPICS extension tools including EDM, VDCT, SNL,

Tcl/Tk, Channel Archiver, ALH, Cmlog, Prob, Strip-

Tool, SAD, Python and a set of third party software

are installed for developing GUI, control applications

and high-level applications.

2.4 Network

The BEPCⅡ control network adopts a distributed

architecture with star topology. The host comput-

ers, VME IOCs, PCs, PLCs and some instruments

are connected to the Ethernet for data communica-

tions. The total number of nodes is 178 in the control

system. The Cisco C4506 series products have been

purchased, and the core switches WS-C4506 are built

up as the redundant system. The Cisco WS-C3530

and WS-C2950 are used as peripheral switches, which

are located in the local field. The trunk links of the
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network are 1000/100M fibres and endpoints are 100

Base-T/100M FX. Considering a higher bandwidth,

the central servers are connected to the core switches

with 1000M FX directly. For safety reason, a PC

server runs the firewall to separate the control net-

work from the IHEP campus network, and the built-

in IOS provides some basic security functions. It is

considered that the EPICS gateway will be behind the

firewall to isolate the EPICS system from the outside

world. The redundant network system was tested in

laboratory and it will be installed at BEPCⅡ site in

March 2006. Fig. 2 is the topology of the network,

where the real line is the optical fibre and the dashed

line is the twisted-pair wire.

Fig. 2. Topology of BEPCⅡ network.

3 R&D

During the R&D stage, we built a prototype

system to solve some key technologies. The pro-

totype consists of a Sun Blade 2000 workstation,

VME-64x crates with Motorola PowerPC750 CPU

board MVME2431 and different I/O modules. On

the prototype, we have set up an EPICS environ-

ment and developed all of the I/O drivers and com-

munication drivers that the BEPCⅡ need, includ-

ing the I/O drivers of VME IP module IP235-8,

IP330, IP440 and IP445, VME-CAMAC communi-

cation driver, PSC-PSI driver for power supply con-

trol, VME-ControlNet driver for vacuum and cryo-

genic control, VME-CAN bus driver for the linac con-

trol and VME-RS232 driver, etc. Some of these were

downloaded from EPICS web site and were modified

to fit the BEPCⅡ hardware.

We have also built a prototype for power supply

control, because we use the PSC (Power Supply Con-

troller) and PSI (Power Supply Interface) modules to

control the power supplies on the storage ring, which

are based on FPGA technology and was designed by

BNL[3]. Two sets of the PSC-PSI system have been

developed. One is the EPICS and VME based sys-

tem, the other is the standalone system. Both of them

have been tested with a chopper power supply. The

result has shown to meet the requirement of accu-

racy and stability 5×10−5 of the power supply. Fig. 3

shows the test result.

Fig. 3. PS setpoint stability testing.

After investigations, the IHEP decided to trans-

fer the high level applications from KEKB. We have

built a development environment SAD on Sun Solaris

platform during the R&D.

4 Subsystems

4.1 Power supply control

There are 420 magnet power supplies on the stor-

age ring and the transport lines of the BEPCⅡ. The

control stability and accuracy of the power supplies

range from 5×10−5 to 1×10−3. 13 VME IOCs are used

for the power supply control. The PSC modules sit

in the VME crates and the remote I/O modules PSI

are near the power supply, which has ADC/DAC and

digital input/output channels. A pair of optical fiber

connects the PSC and PSI module exchanging data.

Using fiber optic to transfer digital signal can isolate

the power supplies and high-level control system to

avoid EMI.

To save budget, the old CAMAC hardware is still
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used in the power supply control system of the trans-

port line. We have put a VME IOC in the local con-

trol station. The VME-CAMAC interfaces VSD2992

and SCC2401 are installed in the VME crate and CA-

MAC crate, so that the low level CAMAC system can

be merged into the EPICS system. The new PS con-

trol system of the transport line based on EPICS was

put into operation in February 2005. And the power

supply control system of insertion device 4W1 was

successfully done in November 2004, which was the

first use of the new PSC-PSI interface at the BEPCⅡ.

All of the VME IOC and PSC-PSI modules have

been delivered and tested. The applications, such as

power supply on/off, status display, standardization

and ramp, have been done. More than half of the

power supplies have been tested with the PSC-PSI

interface. Fig. 4 shows the on-line test of the chop-

per power supplies. The whole power supply control

system has been integrated and tested off-line at lab-

oratory. The system installation is in progress.

Fig. 4. On-line test of chopper power supply.

The linac PS control system consists of a VME

IOC and homemade remote I/O modules, which con-

trols 145 power supplies. And the CANbus is used

for data communication between the IOC and the re-

mote I/O modules. The control system was put into

operation in December 2003.

4.2 Vacuum control

In the vacuum system, there are 48 vacuum

gauges, 317 power supplies of the vacuum pumps to

be monitored, 18 valves to interlock with the vac-

uum pressure, and about 700 channels of tempera-

ture measurement for vacuum chambers, corrugation

pipes and photon absorbers. For the vacuum gauges

and pump power supplies are intelligent devices, the

VME IOCs collect data from these devices by RS-232

interface VME-octal-232. The valves interlock sys-

tem uses Allen-Bradley PLC ControlLogix 5500 and

AB1750 I/O modules, which send alarm information

to the VME IOC by VME-ControlNet interface SST-

5136 CN-VME.

Two local IPCs are used in the temperature

measurement system, 15 remote controllers are dis-

tributed along the tunnel of the storage ring to col-

lect temperature data with pt100 sensors and send

them to IPC with RS-485 wires. The IPC applica-

tions are developed with Labview running on the win-

dows platform. The EPICS-Labview interface called

shared memory IOC is also installed on the IPC so

that the IPC becomes an EPICS IOC, and the EPICS

OPI can see the measured data[4]. The development

and off-line test of vacuum control system has been

done at laboratory.

4.3 RF control

The BEPCⅡ has two superconducting cavities,

klystrons, and a low level control system. The RF

control system is developed by the Thomcast com-

pany based on EPICS. They use twoVME IOCs and

VME I/O modules to control the RF devices. The

ICS (Interlock Control System) modules, where PLD

chips are embedded, are used to realize the interlock

logic of RF equipment. Currently the first klystron

and its control system have been installed on the

BEPCⅡ site and tested. Two superconducting cavi-

ties have been delivered to IHEP, and they will be

tested in the summer of 2006.

4.4 Cryogenic control

The BEPCⅡ cryogenic system provides LHe and

LN2 to the superconducting equipment, including the

superconducting RF cavities SSC, superconducting

magnets SCQ and superconducting solenoid magnets

SSM.

The cryogenic control system is divided into two

parts, the compressor and turbines are controlled by

Siemens PLC S7, profibus and Wincc which was de-

veloped by Linde company. We have developed a



1104 高 能 物 理 与 核 物 理 ( HEP & NP ) 第 30卷

VC program with Wincc tool kit ODK and EPICS

Channel access that is used for data communication

between the Siemens system and EPICS system via

Ethernet. Currently the compressor, turbines and its

control system have been done at BEPCⅡ site.

The second part of the system is cryogenic equip-

ment control, including the valve boxes, tanks, de-

wars, coils, cooling pipes for SSC, SCQ and SSM.

The cryogenic control system started development in

July 2005 by the BEPCⅡ control group. Follow-

ing the original design by HIT (Harbin Institute and

Technology), the system uses several sets of AB-PLCs

and VME IOCs located in Cryogenic Hall 1 and Hall

2, which are near the SCQ, SSM and the SSC de-

vices, the PLCs send data to VME IOC via VME-

ControlNet interface. All of the PLCs and VME IOCs

are connected to the Ethernet exchanging data with

console machines. We put the device I/O and inter-

lock logic on the PLC side and the continuous control,

SNL programs on the IOC side, so that the system

will be flexible and stable[5]. We have developed the

control flow, PID loops and interlock logic and the

cryogenic control system for SSC was put into oper-

ation in January 2006 with LHe, LN2 and a dummy

load of SSC.

5 High level applications

The high level applications are for accelerator

commissioning. Since the project schedule is very

tight, we decided to transplant the high level ap-

plications from other laboratory. In the R&D stage

we had analysed several labs’ commissioning software

and their developing environment, and decided to

adopt the commissioning software and its develop-

ing toolkit SAD of KEKB. With the help of KEKB,

we have set up the SAD environment on our Solaris

8 platform, and KEKB people have provided us with

most of their source codes. After analysing the codes,

we have classified the components and focused on

the programs of the optics, the closed-obit correction

(COD) and the IP commissioning programs, which

are very important for the BEPCⅡ commissioning.

We have analysed the source codes and correspond-

ing IOC records with its OPI frame and Main Panel.

We also designed and realized IOC database for sim-

ulating BEPCⅡ hardware data. On this platform,

the off-line test of the optics has been done with the

BEPCⅡ parameters. Fig. 5 shows the optics panel

running on Sun platform. The transfer of the closed-

orbit corrector and the iBump is in progress. We still

need a lot of work to analyse and modify the source

codes. And we will design and realize a soft-test plat-

form to test the applications first, and then debug the

applications with real hardware.

Fig. 5. Optics panel running on Sun Solaris.

6 Database

In addition to the IOC database, the Oracle

database is used to store the control data, includ-

ing static parameters, the historical data from de-

vices and manager information. To store the run-time

data, two data communication programs have been

developed. One is between EPICS IOC and the Or-

acle, the other is between EPICS Channel Archiver

and the Oracle. During the last run of the BEPC,

the real-time data of power supplies in transport lines

were sent to the Oracle database by this method.

For static data management, we are going to store

the magnet measurement data and mechanism draw-

ings in the database first, the form design and pro-

gramming are in progress. A number of magnet mea-

surement data have been stored in the database and

user can access the data from web site. Following the

experience of another laboratory, we are also going to

configure our IOC database by the Oracle database,

thus we can manage the IOC database in a consistent
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method.

7 Timing system

The primary task of the timing system is to pro-

vide reference signals and clocks and to bring them to

accelerator subsystems with required stability. It syn-

chronizes the transfer of electrons through the accel-

eration chain and provides synchronous action with

respect to the beam in the storage ring, including the

storage ring orbit clock, the triggers for the modu-

lators of the linac injector klystron stations, the co-

incidence clock and the injection cycle triggers. The

minimum jitter requirement is <±50ps for triggering

the electron gun.

The final preliminary design of the BEPCⅡ tim-

ing system was completed in July 2004, which is an

event timing system similar to the design of APS,

SLS, Diamond Light Source and SSRF[6]. The ma-

jor components of the event timing system are the

VME module event generator EVG and the event re-

ceiver EVR, FPGA chips embedded on the board. A

VME IOC located in the central control room hosts

the EVG. Several VME crates distributed in the local

field host the EVRs. The OM3 multimode fiber optic

connects the EVG and EVRs and all wires from EVG

to EVRs are 350 meters long. The timing system re-

ceives a 499.8MHz signal from the RF signal source,

and the EVG issues the event to EVRs through the

multimode fiber optics, then the EVRs generate trig-

ger signals and send them to corresponding devices.

We use the record supports and device supports from

SLS and Diamond Light Source, which are based on

EPICS and support the event timing system.

We borrowed EVG-110 plus, EVR-100 and tran-

sition board ERN-200 from SSRF in December 2004

and we set up a hardware platform to test the basic

ability of the event system, such as triggering events

from internal prescalers, sequence RAM events and

VME software access, and set and measure the rev-

olution frequencies and coincidence clock. The soft

event and soft timestamp have been tested, which will

bind the hardware events with the EPICS software.

The BEPCⅡ timing system adopts the EVG/

EVR-200 series modules, which were delivered to

IHEP in September 2005. Since then we have

built our timing system test platform with EVG200,

EVR200, GUN-TX and GUN-RX for triggering the

electron Gun, and TD4V for kicker timing. We have

measured the jitter contributions on standard devia-

tion and peak-peak values in the whole platform using

Jitter Analyser3 Essestial toolkit of TDS7254B. From

the signal generator Agilent E4434B through EVG,

fanout module, 120 meter optical fiber, EVR, GUN-

TX, GUN-RX and TTL-NIM converter, the total jit-

ter of StdDev is recorded as 36.33ps, accumulating

10,135 sampling events as shown in Fig. 6.

Fig. 6. System jitter of StdDev.

The database and OPI for testing EVG, EVR,

GUN-TX and TD4V have been made. We use State

Notation Language to realize our timing state con-

trol. The optical transmitter and receiver modules

have been developed specially for the linac modula-

tor timing controls. Currently the timing system of

the linac part has been installed in the linac klystron

gallery, and it can provide basic timing for linac com-

missioning. The detailed test is in progress.

8 Interlock system

The interlock system is independent of the con-

trol system, which consists of the machine protec-

tion system and the personal safety system. The

BEPCⅡ machine protection system can be divided

into three levels, the central level, the system level,

and the device level. At the device level there are

magnet and power supply interlock system, vacuum

interlock system, super-conducting device interlock

and quench protection system and so on. As regards
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the system development, the device people will build

their own interlock loop and send the interlock signals

to system level. The central interlock system accepts

necessary information from system level and makes

interlock between systems.

The BEPC interlock system was upgraded in

1996，which is based on the OMRON PLCs.[7] The

BEPCⅡ interlock system still use the OMRON prod-

ucts, several sets of PLC are located in local area for

local interlock tasks and RS-485/PC-link are used for

data communication between local controller and cen-

tral computers. In the central control room, an indus-

trial PC serves the central interlock tasks and a PS

server used to store run-time data. The IPC shows

alarm information with warning message in a voice, so

operators can process the alarm in time. The SCADA

product FIX32 is used to develop the system.[8] Cur-

rently the system development is in progress.

9 Summary

Since September of 2001, the BEPCⅡ control sys-

tem has gone through the design and R&D stages,

and the system is under construction now. All of

the control system hardware has been delivered and

tested. Most of the subsystems have completed the

integration and off-line test in laboratory. The equip-

ment of the control system will be installed on the

BEPCⅡ site in March 2006 for on-line test and com-

missioning. We hope the new BEPCⅡ Control sys-

tem will be successful with high quality and reliabil-

ity.

The authors would like to thank all of the people

who gave us a lot of help during the system design and

development in the EPICS world and at the laborato-

ries of KEKB, SNS, BNL, DESY, SLS and SSRF.
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摘要 北京正负电子对撞机重大改造工程BEPCⅡ于2001年启动. BEPCⅡ采用双环交叉角对撞方案, 使用微

包络函数 (micro-β)和多束团对撞以提高亮度. 先进的低温超导技术将用于对撞机的设计中. BEPCⅡ控制系统

采用分布式体系结构和系统集成工具EPICS(Experimental Physics and Industrial Control System)进行开发.

控制系统的设计采用了国际先进技术. 目前系统正在建造之中, 主要系统完成了软硬件开发和实验室调试, 于

2006年3月进入现场安装. 预计BEPCⅡ储存环2006年10月可以开始带束流调试. 本文将介绍BEPCⅡ控制系

统及其进展.
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